
SPECIFICATIONS ·  IMPERIAL

QUICK-CASTERTM 300 & 300G

DIMENSION

SPECIFICATION 30770 30760

CAPACITY 3.00 cu ft 3.00 cu ft

SPREADING WIDTH Up to 20' Up to 25'

APPROX. WEIGHT (EMPTY) 75 lb 68 lb

OVERALL DIMENSIONS (LXWXH) 22" x 30" x 30" 22" x 32" x 30"

AUGER (DIAM. X LENGTH) - 3' Vertical High-Flow Auger

SPINNER SIZE 10" Nylon/Glass Reinforced Resin 10" Nylon/Glass Reinforced Resin



CONSTRUCTION

SPECIFICATION 30770 30760

VEHICLE COMPATIBILITY UTVs, Tractors, 1/2, 3/4, 1-Ton Pickup Truck UTVs, Tractors, 1/2, 3/4, 1-Ton Pickup Truck

MATERIAL COMPATIBILITY Fine Materials Bagged Rock Salt

MOTOR 12-volt DC motor mounted in
weather-resistant enclosure

12-volt DC motor mounted in
weather-resistant enclosure

HOPPER CONSTRUCTION Polyethylene Polyethylene

AVAILABLE MOUNTS 2" Light-Duty Hitch Mount (Standard) 2" Light-Duty Hitch Mount (Standard)

MODEL NUMBER 300G 300


